MICROFLUSH

Urinal Flushing System

Today the public has high expectations of cleanfiness
and hygwene, especially when i comes to washraom
facilities. Standards dictate that shared teilets must be
spotlessly clean, pleasant 1o use and withoul trace of
previous users. Install Microflush to demonstrate your
carmunilment Lo these high standards of dustome
service and carnfort

Microflush will reliably fiush the urinal afer each user
wilhiceu? the rexcessity for the user 1o touch anything
Microflush ensures thal any.chemical dispensers that
rely an the Tlush tor their proper operalion will provide
ther full Denefit

Micraflugh i5 an advanced electromic unil that only, It's
campacl, madular construction means it has the
Hesebality Lo be nstalied guickly ang easily Into almost
Ay Duikding configuratsan

The detectior operates through plaster board and other
ow density materals, The need o meace nak wall or
ceiling hoard is etimingted ang 2 hidoen, vandal proaf
nstallation 15 achieved The umit runs from & power
point via a low voitage power pack. The maintanance of

nattenes g Shminaten

Specifications:
Supply Voltage

24vac w th unit and actuator
Powar Consumption 3waills maximum at flush
Sensor Location

Sensing Range

Ceiling space ar wall oawity
ddiustabie, fear drop shaped:
from CU7 o 3.0 metres in
depthy, 005 10 2.200 in width.
Varies due o the nature af tha
senscr, and the huikding's
construction

Sensor Penetration Unit can detect users through
piaster, timber, light masonry,
elc. Some thicker materials
My reduce Sensor range.
Largs multl-user siao to
individual of mslt-plumbed,
wall I'ml’j:-_1 ANTS

310 12 litres, depending on
actuatar, timing and regulatary
requiremsants,

Urinal Types

Flush Volurme

2a0war to Plup Fack {supphiea);

can be developed to mest your
requirements, Contact your
destrinutor tor cetals

Fhe Microflush module is

Special Applications

Warranty
covered by & 12 month back 1o
nase replacemant warranty.

Operatlon. The mowvemant of & user at the urinal is

detosted by the sensor and controb box which is usually

mipunted ghove the ceiling board or behind the wal
qoard, over the urinal to be flushed. | mecessary, the

abawve the urinal, After a delay of G0 seconds, the wnnal
5 flushed by the actuator,

mmediately after flushing, the presence of users 5
ignorad for & round 20 seconds Lo prevenl eucessive
water consumption. Tha sensor then resctivates,
waiting for & user. Il the arirral 5 10 CoMtnmEous use by
any mumber of users, flushing takes place every GO
saconds. I a user |5 not present, flushing ceases unti
& wser 1% onee again detected, Programmed flushing
can e provicded if required by local authorities.

For more Information, contact your distributor.
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